
ChovASTAR  COLA AISLAMIENTOS®

ChovACUSTIC

CÓD. 58301 - 5L.
CÓD. 58100 - 20L.
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DESCRIPTION

INSTALLATION

great versatility and high performance.
polychloroprene modified with  resins, of  
Contact  adhesive  composed  of  

inhalation.
Use a protective mask to avoid 

process or pour waste down the drain.
Do not smoke during the installation 

pressing hard to facilitate adhesion.
Place the material on the glued support, 

adhesive is dry to the touch.
Let dry for 8 to 10 minutes, until the 

or brush, on both surfaces to be glued.
Apply the contact adhesive with a roller 

must be clean and dry.
The surface and material to be installed 
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ChovASTAR  COLA AISLAMIENTOS®
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TECHNICAL SPECIFICATIONS

CHEMICAL BASE

SOLIDS

VISCOSITY at 25º (CPS)

PRESENTATION

HEAT RESISTANCE

 APPROXIMATE PERFORMANCE(l/m2)

LITERS/ CAN

Can

0,5 (0,25 on every surface)

HIGH

Medium-High

Polychloroprene with resins

 OPEN TIME (minutes)

 DRYING TIME (minutes)

CRYSTALIZATION SPEED

RECOMMENDED FOR...

container.
30ºC, away  from  any  flame  or  source  of  sparks. Shelf  life  of  1 year  in  the  original  

  STORAGE:  The material must be kept closed in a well-ventilated place between 5ºC and 

Not recommended on flexible plastic supports, PP, PE and PTFE.

and rubber.
- Supports: construction materials, metals, ceramics, wood, carpets, fabric, paper 

ChovAPRENand other fibrous insulating materials.
- Glue the support for the installation of multilayer materials ChovACUSTIC®,  

be different from those shown here due to incorrect work execution. This technical data sheet will be void by subsequent revisions and, if in doubt, apply the latest revision.
the latest revision. As for the commissioning, in which we do not participate, the installation instructions of the product must be followed in detail. The acoustic insulation values could 
cancel any parameter without notice. ChovA, S.A guarantee is only applying to the product quality.This technical data sheet will be void by subsequent revisions and, if in doubt, apply 
Provided information corresponds to data obtained in our own laboratories. This product will maintain these characteristics on average. ChovA, S.A. reserves the right to modify or  
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